HMC USB CONFIGURATOR
1 General

The HMC USB Configurator allowsin an easy way to program the HMC International USB Mouse
Input devices.

Thismanual explains how to install and how to use the HMC USB Configurator

This manual explains how to setup the HMC International Input devices to adapt the device to the
needs of the user.
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2 Using theHM C USB Configurator

2.1 How to open the HMC USB Configurator:

o Click Start

e Point to All Programs

e Point to HM C International

¢ Click HM C USB Configurator.

e For information about using HM C USB Configurator, click the Help menuin HMC USB
Configurator.

2.2 User Interface
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2.2.1 Data Windows

2211 Attached devices
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Devices

[HMC Mini Joystick Z

Thislist box shows the attached HMC International USB devicesto the PC. Thelistis
automatically refreshed when the application is started or each time an HMC International USB
deviceisremoved or attached.

If only one deviceis found the application will automatically read and view the device
configuration settings.

2.2.1.2 Configuration treeview

| = MINLIOYSTICK USBIB
[ Switch Pararmeters
¥ Mouze Parameters

= Joustick Parameters

Swap Jopstick Axis
Invert Fud Rew JS Sxis
Invert Left Right J5 Asiz

Jopstick Farward Thraw
Jopstick Revarze Thiow
Joystick Left Throw
Joystick Right Throw

|- Device Information

Type: 10071-0007

Serial Humber: 40

S oftware Werzion: 102

Thiswindow shows atree build up with the configuration parameter folders (nodes).

These folders contain their set of parameters that can be viewed and edited in the parameter grid
view.

Usage

+ box : indicates that the folder is closed, click on the box to show the contents (parameter list) of

the folder. More then one folder can be set open to have an overview of the parameters of the
device.

-box : indicates that the folder is open, click on the —box to close the folder.

Double click on the parameter name: the focusiis set on the selected parameter in the parameter data
grid view.
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2.2.1.3 Parameter data grid window

[ Cloze ][ Read ]

= MIMIJOYSTICE JSEIR Falder Mame Walue
2 Switch Parameters Switch Parameters | Switch 1-1 Left
+- Mouze Parameters -
= Jopstick Parameters Switch 1-2 i
Swap Jopstick Axis Switch 2-1 Right
Ivert Fiad Rew JS Axiz Switch 2-2 0ff
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J':'.'r'St?Ck L‘?” Thiraw Joystick Parameters | Swap Joystick Axis Mo
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T_','FIEZ 1007-0007 [revert Left Hight JS Az Mo
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If afolder or parameter has been selected in the left tree view then the data grid window shows the
selected folder parameters and their values.

Cdll colour schema

CEREES O R | The parameter can be modified.

Joystick Deadband 10 % The parameter has been changed.
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2.2.2 Menu bar

HMC USB CONFIGURATOR

: | Device ~|| Help -

Scan

Wiew File
Load File

Save A5
Prink Previsw

Change Yiew

Exit

Device Menu items (click on the down arrow to drop down the menu)
Scan : rescan the connected devices

View File  : open an existing configuration file and show the print preview form
see Print preview). The open file dialog pops up the select the desired file.

Look in; |'C)Hmc\ntsmalluna\UsblnpulDevlcsS v‘ o ? > '
y @CumpactJDysti:kMDuss-DDDQ-ZD1DDI11.uid
\_-3 @MmlJoyst\ckMouse-UUUU-ZUIEIEII11.u|d
My Recent
Documents
=
Desktop
=
My Documents
y C.omputer
‘;;1 File name: ‘ Wi | l Open ]
B 2
MyNewotk | Flescfpe: [UsbInput Dovice fes i) @ [ e ]
Load File : open an existing configuration file and update/overwrite the parameters

only enabled if adeviceis connected and presented in the views
An open dialog pops up to select the desired file (see View file)
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Save as : save the device configuration into afile

only enabled if adeviceis connected and presented in the views
Save As

Savein; |{;') Hme Intemational Usb Input Devices Vl - | ? 9 m-

@ MiniJoystickMouse-0000-20100111 uid;

&

My Recent
Documents

&

My Documents

My Computer
.P_} File name: [CompactiopstickMouse0nna20100111uid - v [ Ssve |
5 =;
My Network | Save as type: | Usb Input Device files [*.uid) - ! [ Cancel I

Thetool proposes afilenamein the following format:
deviceName-serial Number-YYYYMMDD.uid (usb input device)
Print Preview : shows a print preview of the actual presented device data.
Select the configuration or system log button for more the concerning information.

Configuration form System log form

Print preview Print preview

USB Device Mini Joystick Mouse (11/01/2010) USB Device Mini Joystick Mouse (11/01/2010})
Serial Number B Type : 1001-0007
Last saved : 11012010 Serial Numbaer )
Software Version - 0102
Switch Parameters
Switch 1-1 : Left Error Information
Switch 1-2 : DEE IS Device Failure 2 d
Switch 2-1 : Right
Swteh2e2 : OLf Input device Mini Joystick
Tremor. Tome 2 2 Type -~ 0001-0007-R
Serial Humber EET:
touse Parameters Software Version : 116
Motion speed : 5
Scroll speed .
Joystick Parameters
Suap Joystick fods : No
Invert Fwd Rev JS fxis : No
Invert Left Right JS Rxis : No
Joystick Deadband -5
Joystick Forvard Throw - 100
Joystick Reverse Throw - 100
Joystick Left Throw - 100
Joystick Right Throw - 100
(&) Configuration ) System log () Conlfiguation (5 Spstem log

When print button is clicked then the print dialog pops up to select the desired printer. Click

Exit : thismenu item closes the HMC USB Configurator.

Help Menu items
Help Topics : thismanual will be open in a separated window.
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About : shows information about the HMC USB Configurator.

2.2.3 Buttons

Devices
Mini Joystick mm

International

2.2.3.1 Connect Button

Click on the connect button to establish a connection with the selected device in the Device list box.
When open succeeds the device configuration is read out and the node treeis build up.
After reading, the button text will be changed to Close instead of Connect.

I

International

Devices
|HMC Mini Joystick

[ Cloze ][ Read ]

2.2.3.2 Closebutton

Click on the Close button to disconnect from the open device. The tree view and data grid windows
will be cleared.

2.2.3.3 Read Device Button

Click on the Read Device button to read the configuration of the device. The tree view and data grid
windows are cleared. The tree view will be refilled with the devices configuration.

2.2.3.4 Write Button

Click on the Write Button will update the device his configuration with the modified values shown
in the data grid window.
The Write button is only enabled when values are modified.

2.2.35 Restorebutton

Click on the Restore button to discard modified parameter valuesin the data grid view. The list will
be populated with the actual device configuration values.
This button is only enabled when at |east one parameter value is modified in the grid.

2.2.3.6 Set Presets
Click on the Set Defaults to overwrite the actual parameter values with the default value.

2.2.3.7 Clear Errors

If the treeview contains a error folder (in red color) then the this button is enabled. Click on the
button will request the deviceto clear al errors. After the refresh of the views the error lists will not
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be present as there are no errors are stored in the device error log.

2.2.4 Statusbar

I Connecked Length Fi4 Lig n8 I |

Left text field shows the connection state
e connected
e disconnected

Middle text field shows some information of the communication
eLength F41:80:8 . packet lengths (Features, Input, Output)
e Timeout : communication timed out

Progress bar (right field)
¢ Read out the configuration takes some time in execution, the progress bar shows how far the work
has progressed.

2.2.5 Editing a parameter value

ICeIIswith background colour set to light steel blue colours are read only and can not be edited.

2.25.1 Enter edit mode

e Double click on the desired value cell
e Select acell (click on the cell, move up or down in the list with up or down arrow keys) and press
the <ENTER> key.

2.25.2 Edit numericfields

¢ Only digits are accepted
¢ To cancel editing press the <ESC> key
e Press <Enter> key to validate the (new) value.

Validation is successful: edit mode isleft and the new value is shown with a yellow background
(new value) or aguamarine background (original value).

Validation fails: apop-up will appear to indicate the value is not valid, thisis the case when the
valueisout of range.

LSBib Programmer

30'is nok a legal walue Far this parameter,
! The legal rangeis 1 to 20,

Example values are 19,20
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2.2.5.3 Edit cellswith preset values

Folder Name Value ]
Switch Parameters  Swatch 1-1 Off

Switch 1.2 lLeft |

] Right
Switch 2-1 Middle
Left Hold
Switch 2:2 | Middle Hold
Trance Tine Double Click Left
- ‘Sroll Up

Mouse Patameters  Motion speed ' Scroll Down

Scroll speed 5

Joystick Parameters  Swap Joystick Axis No
Invert Fied Rev JS Axis  No
Invert Left Right JS Axis No
Joystick Deadband 5%
Joystick Forward Throw 100 %
Joystick Reverse Throw 100 %
Joystick Left Thiow ~ 100%
Joystick Right Thow 100 %

If acell of thistypeisentered for editing then alist box with predefined values will appear at the

location of the selected cell. In the list the actual valueis high lighted.

A new vaueis accepted by clicking on alinein the list box.

With the up and down arrow the user can scroll in the list and accept the selected value with
pressing the <ENTER> key.

<ESC> key will cancel the edit mode.

A new valueis shown with a yellow background (new value) or aquamarine background (original
value).
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3 Installingthe HM C USB Configurator

3.1 Start

Open the installer file (ex. HmcUsbConfigrator.msi).
Theinstaller application will start and guide the user through the installation procedure.
The installation takes some seconds to compl ete.

Hmc Usb Configurator

EI]! Pleaze wait whils Windows configures Hme Ulsh Configurator

Gathering required informatian...,

If no additional components need to beinstalled then the following section will be skipped and
installation continuous at 3.3 Application installation

3.2 Update system when required components are not yet installed

The installer checks the system for required components. If one or more components are not found
then the installer will take care to download and install the required components. Make sure you
have a connection to the internet.

 Hmc Usb Configurator Setup @|

Far the following components;

_HET Framework 2.0 [x86)

see the rest of the agreement.

MICROSOFT SOFT'WARE SUPPLEMEMNTAL LICEMSE TERMS ~
MICROSOFT .MET FRAMEWORK. 2.0 ]
MICROSOFT WINDOWS INSTALLER 2.0

MICROSOFT WINDOWS INSTALLER 31

Microsoft Corporation [or based on where vou live, one of itz affiliates)
licenses this supplement ta yow, If pou are licenzed to use Microsoft
‘wWindows operating system software [the "software"). you may uze

thiz supplement. You may nat use it if you do not have a licenze for

the software. You may use a copy of this supplement with each

E‘_alidl_y _I_ic:ensegl copy of the s_oftW§re. o o w
[5] | View EUILA for printing

Do you accept the terms of the pending License Ag b?
I your choose Don't Accept, install will close: To install you must accept
this agreement.

[ Accept ] [ [on't Accept ]

Press the <Accept button> to start the installation. Installation can take some time to complete
depending of the number and type of component to be installed.

 Hme Usb Configurator. Setup

‘.-'_’_'.-’ Installing .MET Framework 2.0 [=86]...

[ )

Cancel
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3.3 Application installation

Application Install - Security Warning

Publisher cannot be verified. \E \
Are you sure you want to install this application? ]
Marne: Hmc Usb Configurator
From: C:3DOCUME~1hmc\LOCALS~1" Temp\HmcUsbConfigurator

Publisher: ~ Unknown Publisher

[ Install J[ Don't Instal ]

1) while applications can be useful, they can poterkially harm your computer. IF you do nat
& trust the source, do nat install this software, More Information. ..

Press <Install> Button

Launching Application

L

Yerifving application requirements, This may take a few moments,

(100%) Installing Hmc Usb Configurator

Installing Hmc Usb Configurator
This may take several minutes, You can use your computer ta do ather tasks 'l

during the installation,

}_Tﬁ’ Mame:  Hmc Usb Configurator

From: C:\Documents and Settings',.
Settings', Temp\HmcUsbConfigurator

[ ]

Daownloading: 539 KB of 539 KB

Cancel

The installation is complete and the application is started up.

HMC USB CONFIGURATOR B@}El

i Device ~ | Help +

Devices
[EEIE]

Disconnected
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4 Programming the devices

4.1 Mini Joystick & Compact Joystick

4.1.1 Device settings

These sections view identification data of the connected device.
Device
Type identification number

Serial Number seria number of the device
SoftwareVersion firmware software version number

4.1.2 Joystick settings

These sections show the editable parameters that define the behaviour of the joystick.
Joystick
Swap Joystick Axes Both axes are exchanged
Forward/Reverse are trandated to Right/L eft actions and
Right/Left become the Forward/Reverse actions
Invert Fwd Rev. JS Axis Forward direction results into the reverse action and vice
versa.

Invert Left Right JS Axis Left direction resultsinto the right action and vice versa.

Joystick Dead band This sets the size of the joystick’ s neutral area.
Therange is 5% to 50% in 1% steps. A normal setting is
5%.

Joystick Forward Throw This sets the amount of movement is needed to reach full
forward speed. Therangeis 25% to 100% in 1% steps.
The normal setting is 100%.

Joystick Reverse Throw  This sets the amount of movement is nheeded to reach full
forward speed. Therangeis 25% to 100% in 1% steps.
The normal setting is 100%.

Joystick Left Throw This sets the amount of movement is heeded to reach full
left turning speed. The range is 25% to 100% in 1%
steps.

The normal setting is 100%.

Joystick Right Throw This sets the amount of movement is needed to reach full
left turning speed. The range is 25% to 100% in 1%
steps.

The normal setting is 100%.
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4.1.3 Mouse settings
This section shows the editable parameters that define the mouse behaviour.

Mouse
Switch 1-1
Switch 1-2
Switch 2-1
Switch 2-2
Off No functionality assigned
Left Acts asthe mouse left button
Right Acts as the mouse right button
Middle Acts as the mouse middle wheel button
Left Hold Acts as an on/off switch for the mouse left button
Middle Hold Acts as an on/off switch for the mouse wheel button
Double Click Left Actsasadouble click of the left mouse button
Scroll Up Acts asthe scroll wheel up direction action
Scroll Down Acts as the scroll wheel down direction action
Motion Speed This sets the maximum movement speed of the mouse pointer
on the screen. Therangeis1to 20 in steps of 1. A normal
setting is 10.
Scroll Speed This sets the maximum scroll speed. Therangeis1to 10in
steps of 1. A normal setting is5.
Tremor Time This parameter can be used to reduce the effects of auser’s

hand tremor. This sets the amount of time the button level
should be stable. The rangeis 20 to 2000 in steps of 1.
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5 Safety and Misuse War nings

Important warnings about the installation and the use of the device (preferable continuous
text with tables or enumerations added).

ant

1O

(0]

A ++
ACTITOUTT.

Do not install or operate the Joystick without reading, understanding and following
the proper instructions, as well the installation and/or user manuals for the
powerchair and any other system components, otherwise injury or damage may
result.

Joystick installation and controller system programming should only be conducted
by healthcare professionals or qualified persons fully conversant with the Joystick
and the Powerchair controller configuration. Incorrect configuration, installation or
programming could result in an unsafe set-up of the powerchair for the user. The
manufacturers accept no liability for losses of any kind resulting from such
conditions.

After the powerchair has been set up, it should be checked to ensure the entire
configuration performs according to user specifications. If the powerchair does not
perform to specifications, turn the powerchair off immediately and repeat the
procedures until the powerchair performs as desired. Completed installation must
be thoroughly checked for safe operation prior to use.

We strongly advise that the user be instructed on proper use of the Joystick, as well
as the on/off switch or additional emergency switch. A warning must be conveyed to
the user that they bear responsibility to ensure the powerchair is kept in a good safe
operating condition and to ensure all components and cables are protected from
damage by securing in optimum position.

The user should turn off the system while getting in and out of the powerchair.
Ensure the power switch is turned off when the powerchair is not in use.

If the powerchair operates erratically, or shows abnormal response, or either of the
two LEDs on the interface (red LED marked MJ status; green LED marked DX
status) flashes during use, release the joystick, turn off the system and consult the
Service Agent.

As the Joystick can be easily moved, please take care to install it in a position
where it cannot be moved by accident or damaged.

Route and secure all cabling in such a way to prevent damage by crushing, cutting
or snagging.

The Joystick may be adversely affected by strong magnetic fields in close proximity
to the Hall sensor. To minimise the risks of unintentional movement or other

undesirable actions, keep the Joystick away from all strong magnetic fields such as
that present with the DX magnpfin Inr‘l(ing l(ny

HMC International NV Page: 14/16
E3-Laan 89 - 9800 Deinze (Belgium)

Tel +32 (0)9 381 09 50 - Fax +32 (0)9 381 09 51

kel info@hmce-products.com - www.hmc-products.com 0052-8001a-0119a




6 Troubleshooting

6.1 No device names appear in the list box.

o Verify if the USB connection.
o Verify if the device does not report a severe failure (Led indicator).
¢ Reconnect the device.

6.2 The device name appears in the format VIDvvvv&PIDpppp
¢ The devi ce is unknown by the application. Install the latest version of the application.

6.3 Popup Parameter value out of range

Parameter value out of range

0'is nok alegal walue For this parameter,
! The legal rangeis 1 to 10,

Example values are 1,2

The edited value is out of range, read the message to understand what the legal range of valuesis.
Press OK to correct the value or press the “Restore” or “Set Defaults’ button.

6.4 Popup Changes not stored

Changes not stored

' Some parameter values are changed,
. Do ol wish ko proceed and discard changes?

[ 84 H izance| J

Pops up when Close button is pressed and thereis at |east one parameter changed in the data grid
and not yet written to the device.

Press
e OK: discard changes and open the newly selected folder.
e Cancel: discard the selection and proceed with processing of the actual open folder
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